
MP0,8-12 / AMP

N om in al Vo lt ag e(V) 1 2 V 

N om in al Cap ac it y

2 0  h ou r rat e (0 .0 4 A t o  1 0 .5 0 V) 0 .8 A h  

1 0  h ou r rat e (0 .0 7 6 A t o  1 0 .5 0 V) 0 .7 6 A h  

5  h ou r rat e (0 .1 3 6 A t o  1 0 .2 0 V) 0 .6 8 A h  

1  C (0 .8 A t o  9 .6 0 V) 0 .4 5 3 A h  

3  C (2 .4 A t o  9 .6 0 V) 0 .3 2 A h  

W eig h t A p p rox . 4 0 0 g (0 .8 8 Lb s.) 

In t ern al Res is t an ce (at  1 KH z) A p p rox . 1 2 5  m Ω

M ax im u m  D isch arg e Cu rren t fo r  

5 secon d s: 1 2 A  

Ch arg in g  M et h od s at 2 5℃(7 7℉) 

Cyc le u se:  

Ch arg in g  Vo lt ag e 1 4 .4  t o  1 5 .0 V

Coeff ic ien t  -5 .0 m v /℃/cell 

M ax im u m  Ch arg in g  Cu rren t： 0 .2 4 A  

St an d b y  u se:

Float  Ch arg in g Vo lt ag e 1 3 .5 0  t o  1 3 .8 0 V 

Coeff ic ien t  -3 .0 m v /℃/cell 

Op erat in g Tem p erat u re Ran g e 

Ch arg e -1 5℃(5℉) t o 4 0℃(1 0 4℉) 

D isch arg e -1 5℃(5℉) t o 5 0℃(1 2 2℉) 

St o rag e -1 5℃(5℉) t o 4 0℃(1 0 4℉) 

Ch arg e Ret en t ion  (sh elf  l ife) at  2 0℃(6 8℉) 

1  m on t h 9 2％

3  m on t h 9 0％

6  m on t h 8 0％

Case M at er ial A B S 

(UL9 4  H B f lam e ret ard an t  case / cover)

Term in al W IRE
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RECHARGEABLE SEALED LEAD ACID BATTERY SPECIFICATION

25 1(0.98 0.04)± ± 96 1(3.78 0.04)± ±

6
2

1
(2

.4
4

0
.0

4
)

±
±

86 1(3.38 0.04)± ±

1
3
.5

1
1

22

22

11.5

6
.2 9

5

3
.1

4.5

4
.5

3
.8

Wi50-91

2.4A 0.8A

0.136A
0.076A 0.04A

2 4 6 8 10 20 40 60 2 5 6 8 10 201

8.0

9.0

10.0

11.0

12.0

13.0

FOR 12V
BATTERY

(v)

Discharge Time VS. Discharge Current (25 )℃

minutes hours

Discharge Time

accu-profi Solution GmbH & Co. KG

An der Loher Mühle 25

32545 Bad Oeynhausen

beratung@accu-profi.de

Tel.  +49 5731 866 555 0

Fax  +49 5731 866 555 9

www.accu-profi.de



CHARACTERISTIC  &  PERFORMANCE DATA
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Temperature

Effect of Temperature on Capacity 25 (77 )℃ ℉
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Capacity Retention Characteristic

Storage Time (months)
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Number of Cycles (times)

Cycle Service Life

(1) Discharge : 0.17CA

(2) Charge : CV 2.4V/cell 16H Imax 0.3CA

(3) End of life discharge voltage : 1.65 Vpc

(4) Temperature : 25 2

＊

±℃

Discharge Depth 100%

Discharge Depth 50%

Discharge Depth 30%

Trickle (or float) Service Life

Ambient Temperature
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