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BATTERIEN

6N6-3B

ETN: 006 0 11 003
DIN: 00611

Specifications
6N6-3B
Model NO . DIN:00611
ETN:006011003
Same Dimensions As YUASA Model 6N6-3B
UPPER LEVEL
Nominal Voltage o6V LOWER LEVEL
Rated Capacity (10 hours rate) 6 AH
Length 99 mm (3.90 inches) ‘
o Width 57 mm (2.24 inches) 6v
Dimension . . S
Helght 110 mm (433 IHChES) 0o é?l\l\:u:va
Total Height 110 mm (4.33 inches) . .
: Dimensions
Approx. Weight W/O . ACID 0.83kg (1.83 Lbs) o peer—
Approx. ACID Per Battery 027L g © ©|:
]
Charge Current (A) 0.6A 3
— B\e NEIE
Characteristics
10hours rate (0.6 Ato 5.25V) | 6Ah G ol |
Shoursrate (1.2 Ato 5.1V) 5.1 Ah g
Capacity 25°C(77°F) 2
1C (6.0 Ato 4.8V) 2.7Ah E
3C (18.0Ato4.8V) | 2.16Ah
Cold Cranking Amperes(-18°C SAE Standard) 48 A 11.2
Cold Cranking Amperes(-18°C EN Standard) A ~ g
Internal Resistance (at 1KHz) Appox.7.0mQ " __Hﬂ
Charge  |0°C (32°F) to 40°C (104°F) — 25
Operating ) =
Discharge -15°C (5°F) to 50°C (122°F)
Temperature Range P ; ; —
Storage 15°C (5 F) fo 40°C (104 F) BATTERY Discharge Time VS. Discharge Current (25°C)
100% depth of discharge 200 cycles B et = —
Life Expectanc R NN
c lp Uso) ! 80% depth of discharge 225 cycles 60 ™ ™
cle Use I
! 50% depth of discharge 500 cycles ss N \ \\
Charge Retention | 1month  |85% \ X |
e A 7).}
(shelflife) | 3month  [80% >0 L ee 3®
at20°C (68°F) | 6month  |75% a5
Standby Use 3~5 years 0
Case Material | PP L_Z : :in::: = i m(_z :ouz — _m>

Discharge Time



