RECHARGEABLE SEALED LEAD ACID BATTERY

SPECIFICATION

MP12-12

Nominal Voltage(V) 12V
NCefree . Nominal Capacit
mu'tIpOWer -mpa SE 3 ¥

our rate (0.6A to 10.50V) 12Ah
10 hour rate (1.14A to 10.50V) 11.4Ah
5 hourrate (2.04A to 10.20V) 10.2Ah
1C (12A to 9.60V) 6.8Ah
3C (36A to 9.60V) 4.8Ah

Weight Approx. 4,1kg(9.02Lbs.)

Internal Resistance (at 1KHz) Approx. 13 mQ

Maximum Discharge Current for

B seconds: 180A
(oo I
@I Charging Methods at 26°C(77°F)
E Cycle use:
= Charging Voltage 14.4 to 15.0V

Coefficient -5.0mv/C/cell
Maximum Charging Current:
Standby use:

Float Charging Voltage
Coefficient -3.0mv/C/cell

98:1(3.8620.04) 3.6A
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13.50 to 13.80V

lead acid battery
maintenance free mulﬁpgwer ~mp2

rechargeable
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98+1(3,8670.04)
93:1(3.66:0.04)

MPi2-12

12V 1250 Operating Temperature Range

Charge -15C(5°F) to 40C(104°F)
Discharge -15C(5°F) to 50C(122°F)
-15C(5°F) to 40C(104°F)
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Discharge Time VS, Discharge Current (25) Storage

Charge Retention (shelf life) at 20°C(68°F)

1 month 92%
3 month 90%
6 month 80%

Case Material ABS

(UL94 HB flame retardant case / cover)

Terminal F1(Faston Tab 187)

Discharge Time
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CHARACTERISTIC & PERFORMANCE DATA

Capacity Retention Characteristic

10C(50F)

— 20C{68 F)

Trickle (or float) Service Life

1
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cll = folT Imax 0. 3CA

65 Vpe

Capacity %

| Discharge Depth 106%  Discharge Depth 5% i
1 | Dizcharge Depth 30%

- PERFORMANCE DATA
_Discharge Rates in Watts to Various End Voltages at 25°C(77°F)

5 min 376 422 | 456 421 507 523 | 553

10 min 302 329 343 358 363 371 380
15 min 226 240 249 258 261 266 273
30 : min 127 136 142 146 148 150 152
80 min 88.3 91.6 | 93.6 | 95.6 96.6 97.5 98.6
120 min 50.8 52.5 53.3 53.9 54.1 54.4 54.9
180 min | 34.6 { 359 | 37.0 37.9 38.3 38.8 39.2
240 min 207 28.3 28.8 28.4 29.7 30.2 30.6
300 min 24.4 25.2 25.8 26.5 26.7 27.0 27.6
600 min 14.4 14.8 15.0 15.2 15.3 15.4 15.5
1200 min 7.32 7.41 | 7.64 7.75 7.84 7.93 8.10

- Discharge Rates in Amperes to Various End Voltages at 25C (77°F)

5 i min i 38.5 ! 427 458 49.0 50,4 51.9 547

10 min ' 272 295 30.9 322 327 33.4 342
15 min : 202 215 - 223 | 23.1 23.4 - 237 24.4
30 min 116 i 12.3 12.8 13.2 133 135 13.7
60 l min 7.84 ' 8.03 = 8.15 8.25 8.31 : 8.37 8.45
120 . min £09 424 435 i 4.44 447 ' 454 456
180 : min 2.81 3.00 3.07 3.13 3.16 _ 3.19 3.23
240 ! min 227 2.32 2.36 241 244 ' 247 2,51
300 : min ; 1.95 2.06 212 2.18 2.20 - 2.23 2.27
600 i min 147 1.20 1.22 | 124 125 126 1.27
1200 | min | 0.599 0.606 | 0.625 0.634 0.641 : 0.649 0.663

All data on .the spec. sheet is an average value:
The tolerance range : X<6min(+15%~-15%), 6min= X<10min(+12%~-12%),10min =X < 60min(+8% ~-8%), X=60min(+5%~-5%)




