RECHARGEABLE SEALED LEAD ACID BATTERY SPECIFICATION

MP18-12

Nominal Voltage(V) 12V
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Nominal Capacity
20 hour rate (0.9A to 10.50V) 18Ah

10 hour rate (1.71A to 10.50V) 17.1Ah
5 hourrate (3.06A to 10.20V) 15.3Ah

1C (18A to 9.60V) 10.2Ah
3C (64A to 9.60V) 7.2Ah
Weight Approx. 6.3kg(13.86Lbs.)

Internal Resistance {at 1KHz) Approx. 10 mQ

Maximum Discharge Current for

5 seconds: 270A

Charging Methods at 25C(77°F)

Cycle use:

Charging Voltage 14.4 to 15.0V
Coefficient -5.0mv/C/cell

Maximum Charging Current: 5.4A

Standby use:
Float Charging Voltage 13.50 1o 13.80V
Coefficient -3.0mv/C/cell
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| MP18-12 Operating Temperature Range

12V 18Ah W , Charge -15C(5°F) to 40C(104°F)
. J oo Discharge -15C(5°F) to B0C(122°T)
Elhsety Storage -15°C(5°F) to 40TC(104°F)

Charge Retention (shelf life) at 20T (68°F)
1 month 92%
3 month 90%
6 month 80%

Case Material ABS
(UL94 HB flame retardant case / cover)
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CHARACTERISTIC & PERFORMANCE DATA

Effect of Temperature on Capacity 25 C(77 F) _ Capacity Retention Characteristic
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- PERFORMANCE DATA
Discharge Rates in Watts to Various End Voltages at 25°C(77°F)
End Voltage : : S _ -
— e 1.85V 1.80V 1.75V 1.70V 1.67V - 1.65V 1.60V
5 min 6504 709 778 821 832 845 857
10 min 424 485 529 556 563 572 580
15 min 384 428 458 478 481 436 492
30 min 199 214 229 239 242 245 248
60 min 122 128 133 137 138 140 142
120 min 704 73.6 75.4 77.9 785 792 B0.1
180 min 52.4 54.5 55.9 57.1 57.5 58.0 585
240 min 412 430 44.1 45.0 453 457 462
300 min 357 37.1 37.8 38.4 38.6 389 39.3
600 min 213 220 225 229 23.0 232 23.4
1200 min 11.0 11.4 1.7 11.9 12.0 12.1 12.2
- Discharge Rates in Amperes to Various End Voltages at 25°C (77°F)
e Bt b 1.85V 1.80V 1.75v 170V 1IN tsaY 1.60V
5 min 87.0 727 76.3 78.5 80.8 82.2 84.6
10 min 405 438 46.3 485 49.4 ' 50.4 521
15 min 336 36.3 38.0 i 385 40.1 40.8 417
30 min 17.6 19.1 20.2 21,4 214 218 223
60 min 10.2 10.8 11.3 "7 11.8 12.0 12.2
120 min 6.01 8.23 6.37 6.49 6.53 6.58 6.65
180 min 434 4.51 481 ' 469 472 478 4.82
240 min 3.51 3.60 3.67 372 374 377 3.80
300 min d 3.02 3.09 3.14 i 3.18 3.19 3.21 3.23
600 min 1.76 1.81 1.85 1.88 1.89 1.90 1.91
1200 min 0.938 0.958 0.973 0.984 0.987 0.991 0.995

All data on the spec. sheet is an average value:
The tolerance range : X<Bmin(+15%~-15%), 6min=< X<10min{+12%~-12%),10min = X < 60min(+8% ~-8%), X = 60min(+5%~-5%)
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